
Ms. Jill Downer
Vulcan Materials Company
747 E. 22nd Street
Lombard, Illinois 60148

Re: 157-12922-00091
Notice-Only Change to
SSOA 157-10737-00091

Dear Ms. Downer:

Vulcan Construction Materials, LP was issued a permit on November 22, 2000 for a sand and gravel
processing source.  This approval was a Construction Permit combined with a Source Specific Operating
Agreement (SSOA).  A letter notifying the Office of Air Management of the addition of a thirty- (30-) foot wide
conveyor with a capacity of 200 tons of sand and gravel per hour was received on October 31, 2000.
Pursuant to the provisions of 326 IAC 2-6.1-6(d)(12), the permit is hereby revised through a notice only
change as follows. The permit language, if changed, has deleted language as strikeouts and new language
bolded.

The new conveyor has been added to Condition A.2 in Item (m) and in Section D.1 as follows:

A.2 Emissions units and Pollution Control Equipment Summary
This stationary source is approved to construct and operate the following emissions units and pollu-
tion control devices:

One (1) stationary crushed/washed sand and gravel processing source consisting of:

(m) Nine Eight (98) conveyors, capacity: 200 tons of sand and gravel per hour each.

SECTION D.1 EMISSIONS UNIT OPERATION CONDITIONS

Emissions Unit Description:

One (1) stationary crushed/washed sand and gravel processing source consisting of:

(m) Nine Eight (98) conveyors, capacity: 200 tons of sand and gravel per hour each.

(The information describing the process contained in this facility description box is descriptive information
and does not constitute enforceable conditions.)

All other conditions of the permit shall remain unchanged and in effect.  For your convenience, the
entire approval has been printed with the revised pages and the name change.
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This decision is subject to the Indiana Administrative Orders and Procedures Act - IC 4-21.5-3-5.  If
you have any questions on this matter, please contact Mark L. Kramer, c/o OAM, 100 North Senate Avenue,
P.O. Box 6015, Indianapolis, Indiana, 46206-6015, at 631-691-3395 or in Indiana at 1-800-451-6027 (ext 631-
691-3395).

Sincerely,

Paul Dubenetzky, Chief
Permits Branch
Office of Air Management

Attachments
MLK/MES
cc: File - Tippecanoe County

U.S. EPA, Region V
Tippecanoe County Health Department
Air Compliance Section Inspector -Eric Courtright
Compliance Data Section - Karen Nowak
Administrative and Development - Janet Mobley
Technical Support and Modeling - Michelle Boner



NEW SOURCE CONSTRUCTION PERMIT and
SOURCE SPECIFIC OPERATING AGREEMENT (SSOA)

OFFICE OF AIR MANAGEMENT

Vulcan Construction Materials, LP
5770 Swisher Road

West Lafayette, Indiana 47905

(herein known as the Permittee) is hereby authorized to construct and operate subject to the
conditions contained herein, the emission units described in Section A (Source Summary) of this
permit.

This permit is issued to the above mentioned company under the provisions of326 IAC 2-5.1, 326 IAC 2-6.1
and 40 CFR 52.780, with conditions listed on the attached pages.

Operation Permit No.: MSOP/SSOA 157-10737-00091

Issued by: 
Paul Dubenetzky, Branch Chief
Office of Air Management

Issuance Date: November 22, 1999

First Administrative Amendment No: 157-11661, issued January 28, 2000

First Notice Only Change No: 157-12922-00091 Pages Affected: All

Issued by: 
Paul Dubenetzky, Branch Chief
Office of Air Management

Issuance Date:
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SECTION A SOURCE SUMMARY

This permit is based on information requested by the Indiana Department of Environmental Management
(IDEM), Office of Air Management (OAM).  The information describing the source contained in conditions
A.1 through A.3 is descriptive information and does not constitute enforceable conditions.  However, the
Permittee should be aware that a physical change or a change in the method of operation that may render
this descriptive information obsolete or inaccurate may trigger requirements for the Permittee to obtain
additional permits or seek modification of this permit pursuant to 326 IAC 2, or change other applicable
requirements presented in the permit application.

A.1 General Information [326 IAC 2-5.1-3(c)] [326 IAC 2-6.1-4(a)]
The Permittee owns and operates a stationary sand and gravel processing plant.

Authorized individual: Jill Downer
Source Address: 5770 Swisher Road, West Lafayette, Indiana 47509
Mailing Address: 747 East 22nd Street, Suite 200, Lombard, Illinois 60148
Phone Number: 630 - 261 - 8635
SIC Code: 1442
Initial Location: Tippecanoe County
County Status: Attainment for all criteria pollutants
Source Status Minor Source Operating Permit (MSOP) and Source Specific Operating

Agreement (SSOA)
Minor Source, under PSD Rules;
Minor Source, Section 112 of the Clean Air Act

A.2 Emissions units and Pollution Control Equipment Summary
This stationary source is approved to construct and operate the following emissions units and pollution
control devices:

One (1) stationary crushed/washed sand and gravel processing source consisting of:

(a) One (1) primary jaw crusher, capacity: 75 tons of sand and gravel per hour.

(b) One (1) primary cone crusher, capacity: 300 tons of sand and gravel per hour.

(c) One (1) secondary cone crusher, capacity: 200 tons of sand and gravel per hour.

(d) One (1) grizzly feeder, capacity: 400 tons of sand and gravel per hour.

(e) One (1) twin sand screw, capacity: 200 tons of sand and gravel per hour.

(f) One (1) single sand screw, capacity: 200 tons of sand and gravel per hour.

(g) One (1) classifying tank, capacity: 400 tons of sand and gravel per hour.

(h) Two (2) screens, capacity: 400 tons of sand and gravel per hour each.

(i) One (1) screen, capacity: 350 tons of sand and gravel per hour.

(j) One (1) logwasher, capacity: 350 tons of sand and gravel per hour.

(k) Six (6) conveyors, capacity: 400 tons of sand and gravel per hour each.
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(l) Two (2) conveyors, capacity: 300 tons of sand and gravel per hour each.

(m) Nine (9) conveyors, capacity: 200 tons of sand and gravel per hour each.

(n) Two (2) conveyors, capacity: 75 tons of sand and gravel per hour each.

A.3 SSOA Applicability  [326 IAC 2-9-1]
This stationary source, otherwise required to have a Part 70 permit as described in 326 IAC 2-7-
2(a), has applied to the Indiana Department of Environmental Management (IDEM), Office of Air
Management (OAM) for a Source Specific Operating Agreement (SSOA).
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SECTION B GENERAL CONSTRUCTION CONDITIONS
THIS SECTION OF THE PERMIT IS BEING ISSUED UNDER THE PROVISIONS OF 326 IAC 2-1.1 AND
40 CFR 52.780, WITH CONDITIONS LISTED BELOW.

B.1 Permit No Defense [IC 13]
This permit to construct does not relieve the Permittee of the responsibility to comply with the
provisions of the Indiana Environmental Management Law (IC 13-11 through 13-20; 13-22 through
13-25; and 13-30), the Air Pollution Control Law (IC 13-17) and the rules promulgated thereunder,
as well as other applicable local, state, and federal requirements.

B.2 Definitions
Terms in this permit shall have the definition assigned to such terms in the referenced regulation.
In the absence of definitions in the referenced regulation, any applicable definitions found in IC 13-
11, 326 IAC 1-2, and 326 IAC 2-1.1-1 shall prevail.

B.3 Effective Date of the Permit  [IC13-15-5-3]
Pursuant to IC 13-15-5-3, this permit becomes effective upon its issuance.

B.4 Revocation of Permits [326 IAC 2-1.1-9(5)]
Pursuant to 326 IAC 2-1.1-9(5)(Revocation of Permits), the Commissioner may revoke this permit
if construction is not commenced within eighteen (18) months after receipt of this approval or if
construction is suspended for a continuous period of one (1) year or more.

B.5 Modification to Permit [326 IAC 2]
Notwithstanding Condition B.7, all requirements and conditions of this construction permit shall
remain in effect unless modified in a manner consistent with procedures established for modifica-
tions of construction permits pursuant to 326 IAC 2 (Permit Review Rules).

B.6 Source Specific Operating Agreement Program [326 IAC 2-9]
This document shall also become a source specific operating agreement pursuant to 326 IAC 2-9-1
when, prior to start of operation, the following requirements are met:

(a) The attached affidavit of construction shall be submitted to the Office of Air Management
(OAM),  Permit Administration & Development Section,  verifying that the emissions units
were constructed as proposed in the application.  The emissions units covered in the New
Source Construction Permit may begin operating on the date the affidavit of construction
is postmarked or hand delivered to IDEM.

(b) If construction is completed in phases; i.e., the entire construction is not done continuously,
a separate affidavit must be submitted for each phase of construction.  Any permit condi-
tions associated with operation start up dates such as stack testing for New Source
Performance Standards (NSPS) shall be applicable to each individual phase.

(c) The Permittee shall receive an Operation Permit Validation Letter from the Chief of the
Permit Administration & Development Section and attach it to this document.

(d) The operating agreement will be subject to annual operating permit fees pursuant to 326
IAC 2-9-7 (Sand and gravel plants).

B.7 NSPS Reporting Requirement
Pursuant to the New Source Performance Standards (NSPS), Part 60.670 - 60.676, Subpart OOO,
the source owner/operator is hereby advised of the requirement to report the following at the appro-
priate times:
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(a) Commencement of construction date (no later than 30 days after such date);

(b) Actual start-up date (within 15 days after such date); and

(c) Date of performance testing (at least 30 days prior to such date), when required by a
condition elsewhere in this permit.

Reports are to be sent to:

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Management
100 North Senate Avenue, P.O. Box 6015
Indianapolis, IN  46206-6015

The application and enforcement of these standards have been delegated to the IDEM OAM.  The
requirements of 40 CFR Part 60 are also federally enforceable.
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SECTION C SOURCE OPERATION CONDITIONS

Entire Source

C.1 Source Status  [326 IAC 2-2] [40 CFR 52.21] [326 IAC 2-9]
(a) The total source potential to emit particulate matter after control is less than 250 tons per

year.  Therefore the requirements of 326 IAC 2-2 (Prevention of Significant Deterioration)
and 40 CFR 52.21 will not apply.

(b) The source annual throughput shall be less than three million one hundred thousand
(3,100,000) tons per year.

(c) This source does not emit particulate matter in excess of or equal to one hundred (100) tons
per year excluding fugitive emissions.

C.2 Preventive Maintenance Plan [326 IAC 1-6-3]
(a) If required by specific condition(s) in Section D of this permit, the Permittee shall prepare

and maintain Preventive Maintenance Plans (PMP) within ninety (90) days after issuance
of this permit, including the following information on each emissions unit:

(1) Identification of the individual(s) responsible for inspecting, maintaining, and repair-
ing emission control devices;

(2) A description of the items or conditions that will be inspected and the inspection
schedule for said items or conditions; 

(3) Identification and quantification of the replacement parts that will be maintained in
inventory for quick replacement.

If due to circumstances beyond its control, the PMP cannot be prepared and maintained
within the above time frame, the Permittee may extend the date an additional ninety (90)
days provided the Permittee notifies:

Indiana Department of Environmental Management
Compliance Branch, Office of Air Management
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

(b) The Permittee shall implement the Preventive Maintenance Plans as necessary to ensure
that lack of proper maintenance does not cause or contribute to a violation of any limitation
on emissions or potential to emit.

(c) PMP’s shall be submitted to IDEM, OAM, upon request and shall be subject to review and
approval by IDEM, OAM.

C.3 Permit Revision [326 IAC 2-5.1-3(e)(3)] [326 IAC 2-6.1-6]
(a) The Permittee must comply with the requirements of [326 IAC 2-6.1-6] whenever the

Permittee seeks to amend or modify this permit.

(b) Any application requesting an amendment or modification of this permit shall be submitted
to:
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Indiana Department of Environmental Management
Permits Branch, Office of Air Management
100 North Senate Avenue, P.O. Box 6015
Indianapolis, Indiana 46206-6015

Any such application should be certified by the “authorized individual” as defined by 326
IAC 2-1.1-1.

(c) The Permittee shall notify the OAM within thirty (30) calendar days of implementing a
notice-only change. [326 IAC 2-6.1-6(d)]

C.4 Source Modification [326 IAC 2-7-10.5]
(a) The Permittee must comply with the requirements of [326 IAC 2-7-10.5] whenever the

Permittee seeks to construct new emissions units, modify existing emissions units, or
otherwise modify the source.

(b) Any application requesting an amendment or modification of this permit shall be submitted
to:

Indiana Department of Environmental Management
Permits Branch, Office of Air Management
100 North Senate Avenue, P.O. Box 6015
Indianapolis, Indiana 46206-6015

Any such application should be certified by the “responsible official” as defined by 326 IAC
2-7-1(34) only if a certification is required by the terms of the applicable rule.

C.5 Inspection and Entry [326 IAC 2-5.1-3(e)(4)(B)] [326 IAC 2-6.1-5(a)(4)]
Upon presentation of proper identification cards, credentials, and other documents as may be
required by law, the Permittee shall allow IDEM, OAM, U.S. EPA, or an authorized representative
to perform the following:

(a) Enter upon the Permittee's premises where a permitted source is located, or emissions
related activity is conducted, or where records must be kept under the conditions of this
permit;

(b) Have access to and copy, at reasonable times, any records that must be kept under this title
or the conditions of this permit or any operating permit revisions;

(c) Inspect, at reasonable times, any processes, emissions units (including monitoring and air
pollution control equipment), practices, or operations regulated or required under this permit
or any operating permit revisions; 

(d) Sample or monitor, at reasonable times, substances or parameters for the purpose of
assuring compliance with this permit or applicable requirements; and

(e) Utilize any photographic, recording, testing, monitoring, or other equipment for the purpose
of assuring compliance with this permit or applicable requirements.

(1) The Permittee may assert a claim that, in the opinion of the Permittee, information
removed or about to be removed from the source by IDEM, OAM, or an authorized
representative, contains information that is confidential under IC 5-14-3-4(a).  The
claim shall be made in writing before or at the time the information is removed from
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the source.  In the event that a claim of confidentiality is so asserted, neither IDEM,
OAM, nor an authorized representative, may disclose the information unless and
until IDEM, OAM, makes a determination under 326 IAC 17-1-7 through 326 IAC
17-1-9 that the information is not entitled to confidential treatment and that deter-
mination becomes final.  [IC 5-14-3-4; IC 13-14-11-3; 326 IAC 17-1-7 through 326
IAC 17-1-9]

(2) The Permittee, and IDEM, OAM, acknowledge that the federal law applies to claims
of confidentiality made by the Permittee with regard to information removed or
about to be removed from the source by U.S. EPA.  [40 CFR Part 2, Subpart B]

C.6 Transfer of Ownership or Operation [326 IAC 2-6.1-6(d)(3)]
Pursuant to [326 IAC 2-6.1-6(d)(3)]:

(a) In the event that ownership of this source is changed, the Permittee shall notify IDEM, OAM,
Permits Branch, within thirty (30) days of the change.

(b) The written notification shall be sufficient to transfer the permit to the new owner by an
notice-only change pursuant to 326 IAC 2-6.1-6(d)(3).

(c) IDEM, OAM, shall issue a revised permit.

The notification which shall be submitted by the Permittee does require the certification by the
“authorized individual” as defined by 326 IAC 2-1.1-1.

C.7 Permit Revocation [326 IAC 2-1-9]
Pursuant to 326 IAC 2-1-9(a)(Revocation of Permits), this permit to construct and operate may be
revoked for any of the following causes:

(a) Violation of any conditions of this permit.

(b) Failure to disclose all the relevant facts, or misrepresentation in obtaining this permit.

(c) Changes in regulatory requirements that mandate either a temporary or permanent reduc-
tion of discharge of contaminants.  However, the amendment of appropriate sections of this
permit shall not require revocation of this permit.

(d) Noncompliance with orders issued pursuant to 326 IAC 1-5 (Episode Alert Levels) to reduce
emissions during an air pollution episode.

(e) For any cause which establishes in the judgment of IDEM, the fact that continuance of this
permit is not consistent with purposes of this article.

C.8 Opacity  [326 IAC 5-1]
Pursuant to 326 IAC 5-1-2 (Opacity Limitations), except as provided in 326 IAC 5-1-3 (Temporary
Exemption Alternative Opacity Limitations), opacity shall meet the following, unless otherwise stated
in this permit:

(a) Opacity shall not exceed an average of forty percent (40%) in any one (1) six (6) minute
averaging period as determined in 326 IAC 5-1-4.

(b) Opacity shall not exceed sixty percent (60%) for more than a cumulative total of fifteen (15)
minutes (sixty (60) readings as measured according to 40 CFR 60, Appendix A, Method 9
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or fifteen (15) one (1) minute nonoverlapping integrated averages for a continuous opacity
monitor) in a six (6) hour period.

C.9 Fugitive Dust Emissions  [326 IAC 6-4]
(a) The Permittee shall not allow fugitive dust to escape beyond the property line or boundaries

of the property, right-of-way, or easement on which the source is located, in a manner that
would violate 326 IAC 6-4 (Fugitive Dust Emissions).  326 IAC 6-4-2(4) is not federally
enforceable.

(b) Pursuant to 326 IAC 6-4-4, no vehicle shall be driven or moved on any public street, road,
alley, highway, or other thoroughfare, unless such vehicle is so constructed as to prevent
its contents from dripping, sifting, leaking, or otherwise escaping therefrom so as to create
conditions which result in fugitive dust. This condition applies only to the cargo any vehicle
may be conveying and mud tracked by the vehicle.

Testing Requirements

C.10 Performance Testing [326 IAC 3-6]
(a) All testing shall be performed according to the provisions of 326 IAC 3-6 (Source Sampling

Procedures), except as provided elsewhere in this permit, utilizing methods approved by
IDEM, OAM.

A test protocol, except as provided elsewhere in this permit, shall be submitted to:

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Management
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

no later than thirty-five (35) days prior to the intended test date.  The Permittee shall submit
a notice of the actual test date to the above address so that it is received at least two weeks
prior to the test date.

(b) All test reports must be received by IDEM, OAM within forty-five (45) days after the comple-
tion of the testing.  An extension may be granted by the Commissioner, if the source sub-
mits to IDEM, OAM, a reasonable written explanation within five (5) days prior to the end
of the initial forty-five (45) day period.

The documentation submitted by the Permittee does not require certification by the “authorized
individual” as defined by 326 IAC 2-1.1-1.

Compliance Monitoring Requirements

C.11 Compliance Monitoring [326 IAC 2-1.1-11]
Compliance with applicable requirements shall be documented as required by this permit.  The
Permittee shall be responsible for installing any necessary equipment and initiating any required
monitoring related to that equipment, no more than ninety (90) days after receipt of this permit.  If
due to circumstances beyond its control, this schedule cannot be met, the Permittee may extend
the compliance schedule an additional ninety (90) days provided the Permittee notifies:
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Indiana Department of Environmental Management
Compliance Branch, Office of Air Management
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana 46206-6015

in writing, prior to the end of the initial ninety (90) day compliance schedule, with full justification of
the reasons for the inability to meet this date.  The notification which shall be submitted by the
Permittee does require the certification by the “authorized individual” as defined by 326 IAC 2-1.1-1.

C.12 Monitoring Methods  [326 IAC 3]
Any monitoring or testing performed to meet the applicable requirements of this permit shall be
performed according to the provisions of 326 IAC 3, 40 CFR 60, Appendix A, or other approved
methods as specified in this permit.

C.13 Actions Related to Noncompliance Demonstrated by a Stack Test
(a) When the results of a stack test performed in conformance with Section C - Performance

Testing, of this permit exceed the level specified in any condition of this permit, the
Permittee shall take appropriate corrective actions.  The Permittee shall submit a descrip-
tion of these corrective actions to IDEM, OAM, within thirty (30) days of receipt of the test
results.  The Permittee shall take appropriate action to minimize emissions from the
affected emissions unit while the corrective actions are being implemented.  IDEM, OAM
shall notify the Permittee within thirty (30) days, if the corrective actions taken are deficient.
The Permittee shall submit a description of additional corrective actions taken to IDEM,
OAM within thirty (30) days of receipt of the notice of deficiency.  IDEM, OAM reserves the
authority to use enforcement activities to resolve noncompliant stack tests.

(b) A retest to demonstrate compliance shall be performed within one hundred twenty (120)
days of receipt of the original test results.  Should the Permittee demonstrate to IDEM, OAM
that retesting in one-hundred and twenty (120) days is not practicable, IDEM, OAM may
extend the retesting deadline.  Failure of the second test to demonstrate compliance with
the appropriate permit conditions may be grounds for immediate revocation of the permit
to operate the affected emissions unit.

The documents submitted pursuant to this condition do not require the certification by the “author-
ized individual” as defined by 326 IAC 2-1.1-1.

Record Keeping and Reporting Requirements

C.14 Monitoring Data Availability  [326 IAC 2-6.1-2] [IC 13-14-1-13]
(a) With the exception of performance tests conducted in accordance with Section C- Perform-

ance Testing, all observations, sampling, maintenance procedures, and record keeping,
required as a condition of this permit shall be performed at all times the equipment is
operating at normal representative conditions.

(b) As an alternative to the observations, sampling, maintenance procedures, and record keep-
ing of subsection (a) above, when the equipment listed in Section D of this permit is not
operating, the Permittee shall either record the fact that the equipment is shut down or
perform the observations, sampling, maintenance procedures, and record keeping that
would otherwise be required by this permit.

(c) If the equipment is operating but abnormal conditions prevail, additional observations and
sampling should be taken with a record made of the nature of the abnormality.
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(d) If for reasons beyond its control, the operator fails to make required observations, sampling,
maintenance procedures, or record keeping, reasons for this must be recorded.  

(e) At its discretion, IDEM may excuse such failure providing adequate justification is docu-
mented and such failures do not exceed five percent (5%) of the operating time in any
quarter.

(f) Temporary, unscheduled unavailability of staff qualified to perform the required observa-
tions, sampling, maintenance procedures, or record keeping shall be considered a valid
reason for failure to perform the requirements stated in (a) above.

C.15 General Record Keeping Requirements [326 IAC 2-6.1-2] 
(a) Records of all required monitoring data and support information shall be retained for a

period of at least five (5) years from the date of monitoring sample, measurement, report,
or application.  These records shall be kept at the source location for a minimum of three
(3) years and available upon the request of an IDEM, OAM, representative.  The records
may be stored elsewhere for the remaining two (2) years as long as they are available upon
request.  If the Commissioner makes a written request for records to the Permittee, the
Permittee shall furnish the records to the Commissioner within a reasonable time.

(b) Records of required monitoring information shall include, where applicable:

(1) The date, place, and time of sampling or measurements;

(2) The dates analyses were performed;

(3) The company or entity performing the analyses;

(4) The analytic techniques or methods used;

(5) The results of such analyses; and 

(6) The operating conditions existing at the time of sampling or measurement.

(c) Support information shall include, where applicable:

(1) Copies of all reports required by this permit;

(2) All original strip chart recordings for continuous monitoring instrumentation; 

(3) All calibration and maintenance records;

(4) Records of preventive maintenance shall be sufficient to demonstrate that improper
maintenance did not cause or contribute to a violation of any limitation on emis-
sions or potential to emit.  To be relied upon subsequent to any such violation,
these records may include, but are not limited to: work orders, parts inventories,
and operator’s standard operating procedures.  Records of response steps taken
shall indicate whether the response steps were performed in accordance with the
Compliance Response Plan required by Section C - Compliance Monitoring Plan -
Failure to take Response Steps, of this permit, and whether a deviation from a
permit condition was reported.  All records shall briefly describe what maintenance
and response steps were taken and indicate who performed the tasks.
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(d) All record keeping requirements not already legally required shall be implemented within
ninety (90) days of permit issuance.

C.16 General Reporting Requirements [326 IAC 2-1.1-11] [326 IAC 2-6.1-2] [IC 13-14-1-13]
(a) Any reports required by conditions in Section D of this permit shall be submitted to:

Indiana Department of Environmental Management
Compliance Data Section, Office of Air Management
100 North Senate Avenue, P. O. Box 6015
Indianapolis, Indiana  46206-6015

(b) Unless otherwise specified in this permit, any notice, report, or other submission required
by this permit shall be considered timely if the date postmarked on the envelope or certified
mail receipt, or affixed by the shipper on the private shipping receipt, is on or before the
date it is due.  If the document is submitted by any other means, it shall be considered
timely if received by IDEM, OAM, on or before the date it is due.

(c) Unless otherwise specified in this permit, any semi-annual report shall be submitted within
thirty (30) days of the end of the reporting period.  The report does not require the certifica-
tion by the “authorized individual” as defined by 326 IAC 2-1.1-1(1).

(d) The first report shall cover the period commencing on the date of issuance of this permit
and ending on the last day of the reporting period.
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SECTION D.1 EMISSIONS UNIT OPERATION CONDITIONS

Emissions Unit Description:

One (1) stationary crushed/washed sand and gravel processing source consisting of:

(a) One (1) primary jaw crusher, capacity: 75 tons of sand and gravel per hour.

(b) One (1) primary cone crusher, capacity: 300 tons of sand and gravel per hour.

(c) One (1) secondary cone crusher, capacity: 200 tons of sand and gravel per hour.

(d) One (1) grizzly feeder, capacity: 400 tons of sand and gravel per hour.

(e) One (1) twin sand screw, capacity: 200 tons of sand and gravel per hour.

(f) One (1) single sand screw, capacity: 200 tons of sand and gravel per hour.

(g) One (1) classifying tank, capacity: 400 tons of sand and gravel per hour.

(h) Two (2) screens, capacity: 400 tons of sand and gravel per hour each.

(i) One (1) screen, capacity: 350 tons of sand and gravel per hour.

(j) One (1) logwasher, capacity: 350 tons of sand and gravel per hour.

(k) Six (6) conveyors, capacity: 400 tons of sand and gravel per hour each.

(l) Two (2) conveyors, capacity: 300 tons of sand and gravel per hour each.

(m) Nine (9) conveyors, capacity: 200 tons of sand and gravel per hour each.

(n) Two (2) conveyors, capacity: 75 tons of sand and gravel per hour each.

(The information describing the process contained in this facility description box is descriptive information
and does not constitute enforceable conditions.)

Emission Limitations and Standards

D.1.1 Number of Facilities [326 IAC 2-9-7]
Pursuant to 326 IAC 2-9-7 (Sand and gravel plants), the source shall utilize at most twelve (12)
crushers, twenty four (24) screens, and a conveying operation.

D.1.2 Opacity [326 IAC 2-9-7] [326 IAC 12] [40 CFR 60.670, Subpart OOO]
Pursuant to 326 IAC 2-9-7 (sand and gravel plants) and New Source Performance Standards, 326
IAC 12 (40 CFR 60.670, Subpart OOO) “Standards of Performance for Nonmetallic Mineral
Processing Plants visible emissions shall comply with the following standards:

(a) The visible emissions from the screening and conveying operations shall not exceed an
average of ten (10%) opacity in twenty-four (24) consecutive readings in a six (6) minute
period. Compliance with this limitation shall be determined by 40 CFR 60, Appendix A,
Method 9.

(b) The visible emissions from the crushing operation shall not exceed an average of fifteen
percent (15%) opacity in twenty-four (24) consecutive readings in a six (6) minute period.
Compliance with this limitation shall be determined by 40 CFR 60, Appendix A, Method 9.

(c) These limits will also satisfy the requirements of 326 IAC 5-1 (Opacity Limitations).
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D.1.3 Opacity [326 IAC 2-9-7]
Fugitive particulate matter (PM) emissions shall be controlled by applying water on storage piles and
unpaved roadways on an “as needed” basis, such that the following visible emission conditions are
met:

(a) The visible emissions from any storage pile shall not exceed twenty percent (20%) in
twenty-four (24) consecutive readings in a six (6) minute period.  This limitation shall not
apply during periods when application of control measures are ineffective or unreasonable
due to sustained high wind speeds.  The opacity shall be determined using 40 CFR 60,
Appendix A, Method 9, except that the opacity shall be observed at approximately four (4)
feet from the surface at the point of maximum opacity.  The observer shall stand approxi-
mately fifteen (15) feet from the plume and at approximately right angles to the plume.

(b) The visible emissions from unpaved roadways shall not exceed an average instantaneous
opacity of twenty percent (20%).  Average instantaneous opacity shall be the average of
twelve (12) instantaneous opacity readings, taken for four (4) vehicle passes, consisting of
three (3) opacity readings for each vehicle pass.  The three (3) opacity readings for each
vehicle pass shall be taken as follows:

(1) The first reading shall be taken at the time of emission generation.

(2) The second reading shall be taken five (5) seconds later.

(3) The third reading shall be taken five (5) seconds after the second reading, or ten
(10) seconds after the first reading.

The three (3) readings shall be taken at the point of maximum opacity.  The observer shall
stand approximately fifteen (15) feet from the plume and at approximately right angles to
the plume.  Each reading shall be taken approximately four (4) feet above the surface of the
unpaved roadway.

D.1.4 Particulate Matter (PM) [326 IAC 2-2] [326 IAC 6-3-2(c)]
Pursuant to 326 IAC 6-3 (Process Operations), the allowable PM emission rate from the sand and
gravel processing facilities shall not exceed 56.8. pounds per hour to avoid the applicability of 326
IAC 2-2 (Prevention of Significant Deterioration Requirements (PSD)).  This emission limit also
satisfies the requirements of 326 IAC 6-3-2.

Compliance Determination Requirements

D.1.5 Dust Suppression for Crushing, Screening and Conveying Operations [326 IAC 2-9-7]
Pursuant to 326 IAC 2-9-7 (Sand and gravel plants), the crushing, screening, and conveying opera-
tions shall use a wet process or continuous wet suppression system “as needed” to comply with
Conditions D.1.3 (a) and D.1.3 (b) of this operating agreement.

D.1.6 Particulate Matter [326 IAC 2-9-7]
Pursuant to 326 IAC 2-9-7 (Sand and gravel plants), all equipment that generate particulate matter
(PM) emissions and any emission control devices shall be operated and maintained at all times in
such a manner as to meet all of the requirements of this Source Specific Operating Agreement.

D.1.7 Testing Requirements [326 IAC 3-6] [40 CFR 60.670, Subpart OOO]
Pursuant to 326 IAC 2-1-3 (Construction and Operating Permit Requirements) compliance opacity
tests shall be performed for conveying facilities within 60 days after achieving maximum production
rate, but no later than 180 days after initial start-up.  These tests shall be performed according to
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326 IAC 3-6 (Source Sampling Procedures) using the methods specified in the rule or as approved
by the Commissioner.

(a) A test protocol shall be submitted to the OAM, Compliance Data Section, 35 days in
advance of the test.

(b) The Compliance Data Section shall be notified of the actual test date at least two (2) weeks
prior to the date.

(c) All test reports must be received by the Compliance Data Section within 45 days of comple-
tion of the testing.

(d) Whenever the results of the stack test performed exceed the level specified in this permit,
appropriate corrective actions shall be implemented within thirty (30) days of receipt of the
test results.  These actions shall be implemented immediately unless notified by OAM that
they are acceptable.  The Permittee shall minimize emissions while the corrective actions
are being implemented.

(e) Whenever the results of the stack test performed exceed the level specified in this permit,
a second test to demonstrate compliance shall be performed within 120 days.  Failure of
the second test to demonstrate compliance may be grounds for immediate revocation of
this permit to operate the affected facility.

Record Keeping and Reporting Requirements

D.1.8 Record Keeping Requirements [326 IAC 2-9-7]
Pursuant to 326 IAC 2-9-7 (Sand and gravel plants), the owner or operator shall prepare and main-
tain records of the annual throughput, based on a monthly rolling average.  These records shall be
maintained for a minimum period of five (5) years, and made available, upon request, to the Office
of Air Management (OAM).

D.1.9 Annual Notice [326 IAC 2-9-7]
The source shall provide an annual notice to the commissioner stating that the source is in operation
and certifying that its operations are in compliance with this Source Specific Operating Agreement.
This report shall be submitted to:

Compliance Data Section
Office of Air Management
100 North Senate Avenue
P.O. Box 6015
Indianapolis, IN 46206-6015

no later than January 30 of each year, in the format attached.

D.1.10 Reporting Requirements [326 IAC 2-9-7]
Any exceedance of any requirement contained in this operating agreement shall be reported, in
writing, within one (1) week of its occurrence.
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Annual Notification & Certification Form
Source Specific Operating Agreement Program

This form should be used to comply with the notification and certification requirements
under 326 IAC 2-9.

Company Name: Vulcan Construction Materials, LP

Source Address: 5770 Swisher Road, West Lafayette, Indiana 47509

Contact Person: Jill Downer

Phone #: 630 - 261 - 8635

Agreement #: S 157-10737-00091

I hereby certify that the source identified above is still in operation and is in compliance with the
requirements of the above mentioned Source Specific Operating Agreement.

Name of Responsible Official (typed):

Title:

Signature:

Date:


